
符合的机型
美国 方法 SSP CCT

Prohesion ● ●
ASTM B117 ● ●
ASTM D1735 ● ●
ASTM D2247 ●
ASTM D5894 ● ●
ASTM G85, 附录 1，2，3，5 ● ●
MIL STD 202F ● ●
MIL STD 810E ● ●
MIL STD 883C ● ●
MIL STD 1344A ● ●
GM 4298P ● ●
GM 4265P ● ●

英国 BS 2011 P2.1 ● ●
BS 3900, F4 ( DEF 1053 M24 ) ● ●
BS 3900, F9 ( DEF 1053 M36 ) ●
BS AU148 P2 ● ●
BS 5466 P1, 2, 3 ● ●
BS 7479 ● ●
BS 7479 AASS ● ●
DEF 0755 ( DEF 133 ) ● ●

法国 CCT U0101A ● ●
NFX 41-002 ● ●

德国 DIN 50.907 ●
DIN 50.021SS ● ●
DIN 50.021ASS ● ●
DIN 50.021CASS ● ●
DIN 50.017 ●
DIN 53.167 ● ●
DIN 40.046 ● ●
VG 95210 ● ●
VG 95332 ● ●

国际标准组织 ISO 7253 ● ●
ISO 9227(原 ISO 3768) ● ●

汽车循环测试 CCT I CCT-A ●
CCT IV CCT-D ●
MCT-1M ●
MCT-2M ●
SAE J1563 ●
BMW CCT ●
VDA 621-415 ●

复合试验 合成汗液 ● ●
模拟酸雨 (SART) ● ●
日本酸雨 CCT ●

　　测试方法列表
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